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2 AARENET TRAINING ocﬁ%i‘)

INTRODUCTION & MOTIVATION

This Training covers the topics:
» Creating a PBX:
» Collecting all needed information
» Create a PBX with its public phone numbers
» Configuring a PBX Administrator user account
» To understand the needed settings on a peering PSTN carrier
device

After this fraining, the trainee is enabled:
» To create and configure a PBX
» To configure a peering anSwitch Vé
» To advise users and customers about accessing their PBX
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OVERVIEW OF THE PBX CREATION TASKS

» Task 1: Prepare all needed data of the new PBX

» PBX owner data as administrative customer identification and customer information
» Public numbers and/or number ranges

» Offering and administrative configurations of the PBX

» Date & time of activation

» efc.

» Task 2: Initial configuration of the PBX
» Create the PBX on the anSwitch V7 with the given data of Task 1

» Task 3: Make sure the call routing to and from the PSTN telephone
network

» Make sure that the routing of the PBX's public numbers to and from the PSTN is ready at the date & time
of the PBX activation:
» Public number porting finalized
» PSTN carrier is routing the public PSTN numbers to and from the PBX

» Task 4: Inform the PBX Owner

» URL of the Portal Ul
» PBX administrator access
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OVERVIEW OF THE EXAMPLE PBX

> For the following training we use this PBX scheme as the goal we want to achieve:

Customer Yupi Inc. Telephony Provider A
Customer Yupi cloudPBX

. PBX Public Numbers:
Administration PBX Extensions: Range: 0987654300 - 49

) Strice On IP-Phone @ Personal Extension: 300, Boss | < Direct Dialing In 10987654300

Home-Office

Front Desk, Phone: 311 B S g { Personal Extension: 311, Front Desk | < Direct Dialing In 0987654311
Customer Admin, Phone: 321 @%Office [ Personal Extension: 321, Customer Admin & Direct Dialing In 10987654321

Sales Department

Sales 1, Phone: 315 on E=— {Personal Extension: 315, Sales 1 & Direct Dialing In 10987654315
= . : i Mobile Net
Sales 2, Phone: 316 { Personal Extension: 316, Sales 2 I< Direct Dialing In 10987654316 opre e
L= an IP-Phone @ G "\
[Service Extension: 30, Sales ACD [&— DD 1 0987654310 REANY:
V/O - 60 sec :I \?C’)]f? 0800654310 National International
—— U ice
Customer Care Department = ‘
Public Numb: 0800654340 2080 sec 315 -
0 - ® ® Fix Net
Agent 1, Phone: 21 [Personal Extension: 21, Agent 1 &4 | an IP-Phone
Agent 2, Phone: 22 MPersonal Extension: 22, Agent 2 &~ LService Extension: 40, Support CTi [< DD 7|0987¢54340 |
- . ) Identity: <
. . IVR: "Ringing CTI" 0800654340
CTI Application Audio-File: "Ringing Tone"
CTl app. domain name: pbx-cti.yupi.com — || Rules: .
» Automatic connect
CRM App"CGﬁon __________ » PlOy text |mmed|0fe|y
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OVERVIEW OF THE EXAMPLE PBX CREATION

aare
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With the creation of the PBX, we "install an empty" PBX with the initial
configuration by the Provider A operations:

Test-Phone
Number: 5555

Telephony Provider A

PBX Basic Properties:
Parent OrgUnit:
Tenant: Provider A
PBX Name:
PA-PBX-0AX82001
PBX Info:
Yupi Inc.
Honolulu
0987654300 — 49,
0800654310, 0800654340

PBX Properties:

Personal extension limitation:

Service extension limitation:
External channel limitation:
Time Zone:

Date Format:

Time Mode:

Customer Yupi cloudPBX

User Account PBX Administrator:

E-Mail (Username):
john.deer@yupi.com

First Name: John

Last Name: Deer

Language: English

PBX TopStop:
max. 15 Reset Period:
max. 5 Limit Type:
max. 20 Threshold:
Europe/Zurich E-Mail:

0 Limit Type:
24 Hours Threshold:
E-Mail:

PBX Public Numbers:

Number Range:
0987654300 — 49

Single Numbers:
0800654310
0800654340

Valid From:
1.8.2021 10:00
Valid Until:
- none

monthly
Noftification > Active
400 Units
john.deer@yupi.com
Block - Active
500 Units
john.deer@yupi.com

Hidden PBX TopStop:

Reset Period:

Limit Type:
Threshold:
E-Mail:

monthly
Block - Active
500 Units
noc@provider-a.com

PSTN
Carrier

It is assumed that the
interconnection to the
PSTN is maintained by the
Telephony Provider!

Mobile Net

D

. PSTN . PSIN

SIP Peering . .
Equipment National Imj{erno’r|onol

N go0
888
888
3

Fix Net
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OVERVIEW OF THE PREPARATION TASK

» Task 1: Prepare all needed data of the new PBX

) Collect all needed data for the initial PBX creation
b PBX owner data as administrative customer identification and
customer information
Public numbers and/or number ranges
Offering and administrative configurations of the PBX
Date & time of activation
Hidden TopStop thresholds
Optional PBX access configurations

vV Vv VvV Vv Vv
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PREPARE THE BASIC DATA OF THE PBX

» Prepare the basic PBX data:

Topic | Example | Value | Description
PBX
Name PA-PBX-0AX89001 ... Unique identification name of the PBX.
Usually, it corresponds to an administrative identification of the customer
Description Yupilnc, .. Any opftional information.
Honolulu, Nofe:
0987654300 - 49, »  Asthe name oftenis a cryptic identification, fill in something you can
0800654310 search, like the company name.
0800654340
Member of ProviderA ... Defines the parent OrgUnit, usually a Tenant

Teams Domain

Optional: Only needed if an MS Teams integration is required.
MS Teams domain configuration, see presentation:
training_answitch_804_ms_teams_e
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PREPARE THE PUBLIC NUMBERS DATA OF THE PBX

» Prepare the PBX public number data:

Topic | Example | Value | Description

Public Phone Numbers

Number range 0987654300- ...l Define the public numbers of the PBX
49,0800654310,0800654 » Multiple entries are comma separated, e.g.
340 » Single numbers: 0600,0605

» Ranges: 0650-3
This generates 4 numbers > 0650,0651,0652,0653

Valid from 20.4.2021 06:00 ... Define from which date/time the number are valid for routing. This means
before this date no call are possible from and to this numbers.

Valid until S

Note Always configure a "Valid from" date/time when the customer already has a PBX and uses these
public numbers somewhere in the PSTN e.g., with another telephony provider.
Without a "Valid from" other OnNet users dialing a public number of this new PBX will not be routed to
the PSTN but to this new and probably not ready PBX of the customer.
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PREPARE THE PROPERTY DATA OF THE PBX

» Prepare the PBX properties:

Topic | Example | Value | Description
PBX Properties
Personal Extensions Mo Define the maximum number of PBX personal extensions for SIP phones

NO.I.e If no personal extension number is configured no PBX
extensions can be created.

Service Extensions 5 Define the maximum number of PBX service extensions for ACD or IVR
External channels 2 L. Define the maximum number of external connections to and from the PBX.
0 : No connections to and from the PBX are possible.

NOTe If no external channels number is configured no
outgoing and incoming calls to public numbers are
possible!

Public prefix .. Define the PBX number prefix for fetching a line for a call to the PSTN
Default: (empty)
Digit:0-9

Time Zone Europe/Zurich ... Select the time zone of the PBX

Date Format dd.mm.yyyy Ll Select Europe or USA date style

Time Mode 24 hours Ll Select 24/12hour time mode
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PREPARE THE INCOMING CALL ROUTING DATA OF THE PBX

» Prepare the PBX incoming call parameters:

Topic | Example | Value | Description
PBX Properties

Time mode Timetable ... Select the PBX call routing mode for incoming calls:
» Timetable (default):
The selected timetables in the Advanced Call Distributions ACD and
Interactive Voice Response IVR of the PBX extensions are applied.

» Night:
The call routing of the selected timetable that is valid at 24:00 of this day is
applied. It is reset to mode 'Timetable' automatically at 24:00 of this day.

» Weekend:
The call routing of the selected timetable that is valid at 24:00 of the next
Sunday is applied. It is reset to mode Timetable' automatically at 24:00 of
the next Sunday.

» Night permanent:
The call routing of the selected timetable that is valid at 24:00 of this day is
applied. It can only be reset manually by selecting e.g. "Timetable".

» Weekend permanent:
The call routing of the selected timetable that is valid at 24:00 of the next
Sunday is applied. It can only be reset manually by selecting e.g.
"Timetable".
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PREPARE THE PBX ADMINISTRATOR ACCOUNT DATA OF THE PBX

» Prepare the PBX Administrator configuration parameters:

Topic | Example | Value | Description

PBX Administrator

E-Mail john.deer@yupi.com ........ The e-mail is the username of this user account.

First Name John . Any string

Last Name Deer Any string

Language English Select the language to be used in the Web Portal Ul
Note There is no password to define yet!

- The PBX Administrator must create the password at the first contact with the login dialog by using
the password recovery process.
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PREPARE THE TOPSTOP DATA OF THE PBX

» Prepare the PBX & hidden TopStop parameters:

Topic | Example | Value | Description
PBX & Hidden TopStop
Reset Period monthly ... Select the period for resetting the max. values:

» monthly (default):

Automatic reset at the beginning of every month
» daily:

Automatic reset at the beginning of every day
» manually:

Manual reset by an administrator or operator

Limit: Add as many limits as needed, e.g. for the nofification of several e-mail
addresses
Active active Select if the limit is active or not
Threshold 400 Ll Define the currency threshold when an e-mail must be sent
Type Nofification ... Select the action that must be taken when the threshold value is reached:
» Notification (default):
Send a message to the defined e-mail address
» Block:
Send a message to the defined e-mail address and interrupt all active
connections of this PBX and prevent any further outgoing calls.
E-Maiil john.deer@yupi.com ........ Define the e-mail address that must be informed
Note The configuration of TopStop limits is only possible when a customer price list is assigned in its PBX

OrgUnit or the parent OrgUnit of the PBX e.g.: Tenant.
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OVERVIEW OF THE PBX CREATION TASK

» Task 2: Initial Configuration of the PBX

» Create the PBX with the prepared parameters of Task |
» Configure the PBX basics & properties
» Configure the public tfelephone numbers
» Configure the PBX Administrator user access
» Configure the PBX and hidden TopStop
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START THE INITIAL CREATION OF THE PBX

1. Access the Portal with sufficient rights, PEX List
usually: Operator K

> Menu: Operator
> Sub-Menu: PBX List
> Click button: + New

Name © Description © Member of © E-Mail =

Duck Town anConnect Sandbox for the Trainee Provider A ohara@ducktown.com

2. With the PBX wizard configure the

parameters and finalize
> Click butfton: Save &/

Properties

Settings Settings Settings Settings
< Back > Next < Back > Next < Back > Next Save < Back

Public numbers Topstop PBX Administrator

Name Extensions Number range E-Mail

PA-PBX-OAX89001 10 ¢ 0987654300-49,0800654310,0800654340 Hidden Topstop O john.deer@yupi.com v
Description Service Extensions Valid from Pricelist Type Customer Price First Name
A List
Yupi Inc, Honolulu, 0987654300 - 49, 0800654310 0800654340 5 ¢ 12.09.2023 06:00 ) et Porod
Member of External channels Last Name
~ monthly v
Provider A v 20 O
Valid until
E - Language
Teams Domain Public Prefix i English v
CTl Device ID: Time Zone Date + New
Format o
" Save

Europe/Zurich v dd.MM.yyyy v Type Threshold  Currency Acti

e Block 900.00 UNIT ( Active D

Format

24 Hours v Threshold

900.00 UNIT
Time mode
Type
Timetable v Block o

E-Mail

noc@provider-a.com
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RESULT OF THE PBX CREATION

» After the initial PBX creation process the ﬁxm

new PBX appears in the PBX list

Name © Description © Member of E-Mail ©

Duck Town anConnect Sandbox for the Trainee Provider A ohara@ducktown.com

Yupi Inc, Honolulu, 0987654300 — 49,

LAt 0800654310, 0800654340

Provider A john.deer@yupi.com
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MANAGE/CHECK THE PBX

1. After the initial PBX creation, check the | pexs

. , ©
result is as follows:
> Menu: Operator

Name © Description Member of © E-Mail =
> Sub-Menu: PBX List

Duck Town anConnect Sandbox for the Trainee Provider A ohara@ducktown.com

> Click the row of the newly created PBX o T T M
2. The page of the PBX Dashboard is B Deshboard P PEX.QAYEI00"

d'S p|CIyed 7 &F PBX Settings Extensions {2 PBX Contacts

> Clekine fink: PBX sefings g
PBX Information PBX Connections

Registered accounts for PBX 0 PBX internal calls actual(/max. limit) 0
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MANAGE/CHECK THE PBX BASIC CONFIGURATION

3. Check the PBX initial basic configuration | setines:ppexosxseor

Dashboard 43 PBX List

and make corrections if needed.

Name Number range Extensions
PA-PBX-0AX89001 0449980105,0550-9,0650-9,0800654310,0800654340,098765 20 ¢
scription Valid from Service Extensions
A
Honolulu, 0987654300 — 49, 0800654310 0800654341 20.04.2021 06:00 (&) 20 ¢
Member of External channels
Provider A v 20 ¢
Valid until
Teams Domain E
c1.tms-provider.com:5070 Public Prefix
CTI Device ID: Time Zone Date
Format
Europe/Zurich v dd.MM.yyyy v
Time
Format
24 Hours v
Time mode
Timetable v
On Hold Music Public Call Permission
Application ID National calls
Upload > 000 = o) ALLOW v

Service calls
- ©
International calls

ALLOW v
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MANAGE/CHECK THE INITIAL PBX ADMINISTRATOR CREATION

5. Check the PBX Administrator initial
configuration and make corrections if

needed.

> Menu: Operator

> Sub-Menu: Users
> Click the row of the newly created PBX Administrator

User
@ L Users
ase Settings Settings
E-Mail Owmer
PA-PBX-0AX89001 v - -
Role Access to OrgUnit Parent OrgUnit
First Na Password
Johm  sessssss @ PBX Administrator PA-PBX-0AX89001 Provider A
ast N
Deere LDAP | N.
LLLLLLLLL
English User blocked Q
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CONFIGURE THE PBX TOPSTOP LIMITS

4. Configure the PBX TopStop limits:

Current value Reset Period

> Click the button: + New 412,01 monthly | v SIP Client Trunk
> Configure all needed limits "

Type Threshold ~ Currency Active

Notification  400.00 UNIT
Block 500.00 UNIT
Block 500.00 UNIT

Topstop Topstop Topstop
Save Save Save

Active Active Active

Threshold Threshold Threshold

400.00 UNIT 500.00 UNIT 500.00 UNIT
Type Type Type

Notification v Block v Block v
E-Mail E-Mail E-Mail

ptjohn.deer@yupi.com john.deer@yupi.com noc@provider-a.com
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CONFIGURE THE HIDDEN PBX TOPSTOP LIMITS

| OrgUnit PA-PBX-0AX89001 |

5. Check and manage the hidden PBX

TopStop limits:
» Change to the OrgUnit view of the PBX

bié Tenant

el Publie Gall Permission

> M e n U . O p e rO Tor Name Tenant Price List National calls
> Sub-Menu: Organization Units PA-PEX-0AX89001 Pricelist Tenant: User Default - UNIT - Version@p) v ALLOW v ®)
> Check and manage the hidden TopStop in file: Price Lists feonpon Custormer Price List Servce calis
upi Inc, Honolulu, 0987654300 - 4, 080085431(  Pricslist PBX: User - UNIT - Version: 20 ([ ) v ALLOW v o)
Type International calls
Hidden Topstoj
pstop «© BLOCK v o)
Parent OrgUnit Pricelist Type Cgstomer
Price List
Provider A Current value
UNIT Reset
Reset Period
v

manually

P

Type

Block

Threshold Currency  Active

goo00 unm (@)
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DELETE A PBX

» Delete a PBX: —— PTT——
Access the Portal with sufficient rights, e
usually: Operator

> Menu: Operator
> Sub-Menu: PBX List
> Select the PBX which shall be deleted
> Click the button: X Delete

Description ©
anConnect Sandbox for the Trainee Provider A ohara@ducktown.com

Yupi Inc, Honolulu, 0987654300 — 49, = A q
e 1 RO SIEEERIEEn

|
7> PA-PBX-0AX89001

The deleting of a PBX is finall!

= ALL data and configurations of the
PBX, its extensions, phones, VoiceMall
Boxes and messages are deleted.

= Not deleted are the Call Detail
Records CDR.

Note A PBX Administrator or PBX Member
cannot delete its own PBX.
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OVERVIEW OF THE PBX PSTN CALL ROUTING

» Task 3: Make sure the call routing to and from the PSTN telephone
network

» Define the needed PSTN inferconnection:
Variant 1:  Routing to the PSTN carrier via the anSwitch V7 system
configuration.

Variant 2:  Register the PBX directly with one or more PSTN carriers and
route directly to the registered peering points.

» Checkincoming and outgoing calls to the PSTN.

» Check if incoming calls of ported numbers of the customer
are routed via the PSTN carrier.
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BACKGROUND INFORMATION PSTN INTERCONNECTION

» An anSwitch V7 PBX needs an upstream VolP peer that provides
Class 5 telephony switch functionalities as:

4

>
>

Approving the correct Caller ID for calls toward public telephone numbers
(PSTN and OnNet).

Providing the priorized emergency call routing

Providing Legal Interception LI

Customer security features, for example:

» Cost limitation on level provider (fraud damage limitation)
» Fraud warning

Allowing telephony provider specific CDR generation and billing
efc.

» The PSTN inferconnection variants 1 & 2 can run concurrently on
the same anSwitch V7!

4

For each PBX it must be decided whether it will be connected to the PSTN
according to variant 1 or variant 2.
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VARIANT 1: DEFAULT PSTN INTERCONNECTION

aare
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» By default, the PSTN interconnection is provided on anSwitch V7

system level.

»  With this variant the Operator or PBX Administrator have no
additional configuration effort in the PBX.

Customer Telephony Provider

Aarenet VoIP System
——

nSwitch Vé |,

PSTN Carrier

" Mobile Net

200
888
358

Fix Net

Note If the upstream VolP peer is an anSwitch Vé, then check for configuration details the training

presentation:
training_as7_602_pstn_via_answitch_vé




31  TASK 3: MAKE SURE THE CALL ROUTING TO AND FROM THE PSTN NETWORK et

VARIANT 2: REGISTERED PSTN INTERCONNECTION

» The PBX registers with one or more SIP peering equipment of PSTN

carriers.
=  With this variant the Operator or PBX Administrator must
configure one or more "Client-Trunk” for the PBX!

Customer Telephony Provider Carrier
- PBX A registers A
anSwitch V7 __-f BTSN
-
PBX:"PBX-A" PR -
Client Trunk: [ 4
» Reg. Number: 0222000 ;
» SIP-Credentiqls; sk // EeSinnrgeSrI\I?
» Gateway: Carrier A Gateway: _- - quip
PBX: "PBX-B" "Carrier A"[}  _ =" (e Moblenet
Client Trunk: e PBX B registers PSTN PSTN =
» Reg. Number: 0333000 o
» SIP-Credentials; *###oksk CCII‘I'IeI'
» Gateway: Carrier A B
PBX: "PBX-C" = T~
Client Trunk: o = Gateway: PBX C reglsfers D
» Reg. Number: 0444000 "Carrier B"
» SIP-Credentiqls; *##issk arme -
» Gateway: Carrier B Egﬁrgn%esiﬁ
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VARIANT 2: REGISTERED PSTN INTERCONNECTION

» A PBX can register with any number of PSTN carriers or peering SIP

equipment.
) Incoming calls form the PSTN are accepted by all gateways of the client-trunks.
> Outgoing calls to the PSTN are sent randomly via the gateways of the client-
trunks.
: PSTN
Customer Telephony Provider Carrier
anSwitch V7
Gateway:
"Carmief Al ] = = = = = = —— - R
PBX: "PBX-A" R = PBX A reqisters Peering SIP
Client-Trunk Carrier-A: / with Carrier A BELIR e Mgbile Net
» Reg. Number: 0222000 ¢ iy
SIP-Credentiqls; ks> 0. . o N[ ., o ¢
: Go‘re(f/cjzn - Carrier A PSTN F’;@
Client-Trunk Carrier-B: qurier Nationa lnt\emoﬁonol
» Reg. Number: 0222000 e ) D
) 2P—TCreden‘rio|s: ’g***f** AN PBX A registers B ol
» Gateway: arrier - . . ix Ne
=S pwith Carrier B _
"Carrier B"
Peering SIP
Equipment
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VARIANT 2: PREPARE THE CLIENT-TRUNK PARAMETERS

» Prepare the PSTN inferconnection client-trunk parameters:

Topic | Example | Value | Description

Client Trunk

Name Carrier-A-PA-PBX- ... These are the SIP-credentials delivered by the PSTN carrier.

0AX89001

Password N

Registration Number 0222000 Ll This is the public phone number that must be registered at the PSTN carrier.
NOTe Itis assumed that all other public phone numbers of this

PBX are registered automatically too.
Proposed Expiry 780 L Re-registration timeout in seconds

Gateway CarrierA Select the Gateway that points to the SIP tfrunk of the PSTN carrier.
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VARIANT 2: CONFIGURE AND MANAGE THE CLIENT-TRUNK

» Configure and activate the client-frunk
for the interconnection with the PSTN

SIP Client Trunk

Name *

C G rri er Carrier-A-PA-PBX-0AX89001
> Menu: PBX Administrator L eeeevvessssnanes ®
> Sub-Menu: PBX Settings egton N -
> Configure the Client Trunk parameters — 0999000
> ACﬁVGTe The C“eﬂT TrUnk Proposed Expiry in seconds, eg. 3600 *

1780

Gateway *
Carrier A v

» All configured client-trunks of the PBX
are listed and can be managed

. . . Client Trunks
individually.
Registration Proposed Expiry in _—
Name Number seconds, eg. 3600 Gateway Status Expiration
Carrier-A-PA-PBX- o,
0AX89001 022000 1780 . 00:00:00
Carrier-B-PA-PBX- . .
0AX89001 0222000 Carrier B (] 00:00:00

» The registration status and fime out at
the peering SIP device, e.g. of the PSTN
Carrier, are displayed.
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CHECK WITH THE PSTN CARRIER

» Make sure that the PSTN carrier is ready for incoming and
outgoing call routing for all public phone numbers of the new
PBX.

»  Make sure that number porting is finalized until the activation
time of the PBX (latest "Valid from").
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TEST A NEWLY CREATED PBX

» If possible, it may be a good idea by an Operator to test the
Initial configuration of a PBX.

» This make sure that the new PBX is inferworking correctly with the
PSTN.

»  After the testing remove all test PBX extensions and PBX call
routing configurations.
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TEST THE PBX CALL ROUTING TO AND FROM THE PSTN

» It may make sense to test the PSTN call routing when the PBX has
new PSTN telephone numbers.

» Inthe case that the public telephone numbers are in use by the customer at another telephony provider
then an initial testing may be impossible until the numbers are ported to the new provider.

» Test preparations:

» Create a test PBX Extension e.g.: 5555
» Associate a SIP-phone to it

Customer Yupi PBX

PBX Extensions:

Test Phone: 5555

——l Personal Extension: 5555, Test |

Note The configuration of anSwitch V7 PBX extension and attaching a SIP-Phone to it are handled in defail
in the training presentations:
training_as7_403_pbx_department_extension

training_as7_701_phone_configuration
| J
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TEST LIST OF THE PBX CALL ROUTING

» Outgoing call test: » Incoming call test :
» A-B: » B> A:
A calls any public number in the PSTN, e.g. B B calls the public numbers of the PBX:
» From a numberrange call at least the first and last
» Expected Result: number
O A: Alerfing tone » Test all single numbers (that are not in a range)
O B:Ringing (displaying the A number) » Expected Result:
[0 B hooks off: A-B are connected and have [1 B: Alerting tone
bidirectional audio A: Ringing (displaying the B number)
O

bidirectional audio

OJ
B hooks off: A hears disconnect tone 0 A hooks off: A-B are connected and have
[0 B hooks off: A hears disconnect tone

Customer Yupi PBX

PBX Public Numbers:
Range: 0987654300 - 49

——l Personal Extension: 5555, Test [&— Direct Dialing In DDI — 0987654300

PBX Extensions:

A Test Phone: 5555

National
b In case of problems - Check the 'SIP Trace' and/or 'Call Statistics' of the call .
» Outgoing call: » Incoming call:
[0 Checkif the callis routed toward the PSTN Carrier [0 Checkif the callis received from the PSTN Carrier
- If not: contact the PSTN Provider support - If not: contact the PSTN Carrier support
[0 In case of audio problems check the calls 'Call [0 Checkif the PBX DDI configuration is correct
Statistics 0 In case of audio problems check the calls 'Call

Statistics
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OVERVIEW OF THE PBX OWNER INFORMATION

» Task 4: Inform the PBX Owner

» About the finalized setting up of the customer PBX on the
anSwitch V7

» The activation date/time of the telephony service
The access information for the PBX Administrator for
configuring the PBX internails.
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ACCESS INFORMATION FOR THE PBX ADMINISTRATOR

» The PBX Administrator needs the following access information for
starting the detailed PBX configuration:

» URL of the Portal Ul:
https://IP-ADDRESS/portal/
https://DOMAIN-NAME/portal/

Username

» Username of the PBX administrator e.g.:

john.deer@yupi.com . oA
Password
» Password: — ®
The PBX administrator must create the password at the first
contact with the login dialog.

To do this, he must start the password recovery process.

> Click on link: Password forgottene ® Password forgotten?
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MANAGE PUBLIC TELEPHONE NUMBERS: ADD NUMBERS

» Public numbers are managed by an Public Numibers: PA-PBX-0AXB9001
Operator
» Add new single numbers or number ranges O
» Multiple entries are comma separated, e.g. el s BRI

> Slngle number: 060010605 Public Number & Name to Display © Tags Extension ©
» Ranges: 0650-3
This generates 4 numbers > 0650,0651,0652,0653

> Menu: PBX
> Sub-Menu: Public Numbers
> Click button: + New

Public Number to display for

0449980106 311 311, 330, 561

Public numbers

> In dialog: Public numbers

» Number range: Comma separated single
numbers and/or number ranges Number range
> Click button: Save 0600,0605,0650-3 |
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MANAGE PUBLIC TELEPHONE NUMBERS: DELETE NUMBERS

» Delete PU blic numbers Public Numbers: PA-PBX-0AX89001
» Delete single public numbers
> Menu: PBX

> Sub-Menu:; Public Numbers

K< il 2 s >0 B~

Public Number < Name to Display & Tags Extension < Public Numbeg to display for

> Select the numbers one by one
> Click button: X Delete

0449980105 311 311, 330, 51

0550

0554

» Delete arange of public numbers

AN0B.*
» Prepare aregex for filtering the public numbers, e.g.: i S o
N06.* - match all numbers that begin with 06 and any .
number of following digifs
> Click the filter icon ‘
> Insert the filter pattern
» Public Number: Insert the matching regex Q) (Pt 0n ¢ Q) publoNumer: 09 3¢

—+ New -+ New: X Delete

> Click button: Apply

@lwo
EIC I R

Public Number < Name to Display

> Click the "all" selector
> Click button: X Delete
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MANAGE PBX SPECIFIC MUSIC ON HOLD

» Upload a PBX specific Music on hold il PR NEE T
. . Dashboard 43 PBX List
audio file.
> Menu: PBX =
> SUb—MenU: PBX Seﬂ'ings PA-PBX-0AX89001 0449980105,0550-9,0650-9,0800654310,0800654340,098765 20 ¢
> |n Tlle': On HOld MUSIC si:ir;:anonolulu, 0987654300 — 49, 0800654310 0800654341 :j:r;m 06:00 m e 20 ¢
> Click button: Upload
Provider A v 20 ¢
> Start the upload process by clicking button: o = .
+ Choose new on hold music file
> Check the uploaded audio file, click: » e
e Hours| v
et .
» The following audio formats and limits

are allowed for audio files:

» WAV (PCM coded)

» MP3

» Max. duration is limited to 5 minutes

» The max. file size is limited to 50MByte

PIN v Q

>
£
Q
2
<

+ Choose new on hold music file
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OVERVIEW OF THE PBX DASHBOARD

H Information about used Information about the
} AfTer The Creqhon Of The PBX The PBX resources of the PBX. actual PBX connections.
Dashboard displays the most important g
information of the PBX. . = [
» Usage of the assigned PBX resources. | oo o
. . {c§}° Settings
» Usage of limited resources.
} AC-I-ive in-l-ernol Connec-l-io nS. Registered accounts for PBX 53 Internal calls actual(/max. limit)
» TO pS-I-Op S-I-O-I-US Registered phones actual/max. ;%/ External calls actual(/max. limit) 0/10
> PBX CllenT—Trunk SU perV|Slon & Addons VoiceMail filing level (new / old / al) 11718/ bounccall actualfmen fm °
J Phones Outbound calls actual(/max. limit) 0
. & Holdays TopStop status
» After PBX Extensions and phone are -
added to the PBX their vital information o BEO B
are displayed too: B caeac ‘ =
. . . 19] Contacts B B T > = = = R IR
» Active connections with and call forwards of the B sikod anbors ‘
PBX Extension. 7‘ /
. . Click the phone icon or 'Internall Click the status bulleticon
4 RGQISTFOTIOH STOTUS Of The phOﬂeS- Number' name and access directly its / and access directly its "Phone
"Extension Related Features' page. Related Status" page.
1 1 1 Information about PBX Extension's state: Information about the phone's state:
} DlreCT Occess TO COﬂflgUrOhOﬂ Ond The I(exfensiorL\Jhos no éhonésossigned. ® The Iphone h(L:1Js not rggisTered yet.
|nform01-ion Of q PBX EX-I-enS|On Gnd a No active connection to a phone of this extension. The phone is registered.
® One or more active connection to this extension. ® The phone was once registered.
phOne. T The extension has active call forwards.
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